
Plan View Landing or Deck

SUPPORT POSTS (Typical)
” x          ”

(Check One of the Following)
.40 ACQ Pressure Treated Wood
Cedar 
Redwood

BEAMS (Typical)
# of plys.          ” x         ”
(Check One of the Following)

.40 ACQ Pressure Treated Wood
Cedar 
Redwood
Post to Beam Connector            P.N.

JOIST (Typical)
” x         ”

(Check One of the Following)
.40 ACQ Pressure Treated Wood
Cedar 
Redwood

OTHER REQUIRED JOIST INFO.
” On Center Spacing

Beam to Joist Fastener       d  #
Hanger Product # 

Additions, i.e. porches, decks, or entry landings
constructed on-site shall be self-supporting and 
shall not be attached to manufactured homes. 
MSBC Chapter 1350.0400, Subp. 3

P.N. = Product Number



Landing/Deck Section 

JOIST (Typical)
” x         ”

(Check One of the Following)
.40 ACQ Pressure Treated Wood
Cedar 
Redwood

OTHER REQUIRED JOIST INFO.
” On Center Spacing
Beam to Joist Fastener         d  #
Hanger Product # 

SUPPORT POSTS (Typical)
” x         ”
(Check One of the Following)

.40 ACQ Pressure Treated Wood
Cedar 
Redwood

BEAMS (Typical)
# of plys.          ” x         ”

(Check One of the Following)
.40 ACQ Pressure Treated Wood
Cedar 
Redwood
Post to Beam Connector           P.N.
Post to Footing Connector            P.N.

FOOTING CONFIGURATION
” x          ” x          ” Grade

”

P.N. = Product Number



Guard/Handrails Section
Rail and post size and species;
Opening treatment;
Connections/Fasteners. 

Stair/Handrail Section Details

Stair Section
Stringer size and species;
Rise and run dimension;
Tread size and species;
Riser size and species;
Stringer to landing 
connection.
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